
エネルギー効率ガラス用三重断熱ガラス 窓とドア

トリプル断熱ガラス、また、三重グレージング、または二重シーラント断熱ガラス。
最も一般的なトリプルグレージングユニット（断熱ガラスユニット）は、3枚のガラス（通常のフロートガラス、 low Eガラス、 強化ガラス、 合わせガラス2つのスペーサーバー（間に2つの
空洞を作ります）を使用して、エッジの周りに1つのユニットを形成します。この構成により、ガラスユニットの絶縁値が上昇し、u値が減少します。 3連断熱ガラスユニットは、低いu値が必要な
用途に特に有用です。

仕様

サイズ：最大3000×8000ミリメートル、任意のカスタマイズされたサイズを生成することができます
モノリシックガラスの厚さは3mmから12mmまで、スペーサーは6A、9A、12Aなどとして選択できます
タイプ：トリプルテント断熱ガラス、トリプルクリアフロート断熱ガラス、三重反射断熱ガラス、三重断熱断熱ガラス、三重断熱断熱ガラス、最も人気のある三重low-eグレージング、他のカスタ
マイズされたガラス

三重断熱ガラスの利点

熱透過率の値は、グレージングを通して失われる熱の量を表します。エネルギー効率の良いグレージングには、U値（W / m2K）が低い方が良い選択肢です。

光の透過率の値は、グレージングを通過する光の量またはグレアを表します。パーセンテージが低いほど、屋根のグレージングに適しています。

エネルギー透過率の値は、グレージングを通過する太陽熱の量を表します。窓のエネルギー定格を達成するには、より高いg係数が良い選択肢です。

JIMYGLASSはあなたの需要に応じてタイプの絶縁されたガラスを生産することができます、以下のリストを参照してください：

断熱フロートガラス
Low-e絶縁ガラス
二重絶縁ガラス
反射断熱ガラス
テンペラ&積層断熱ガラス
トリプル断熱ガラス/ダブルシーラント断熱ガラス

http://www.glassmanufacturerchina.com/jp/products/Tempered-laminated-low-E-insulated-glass-door.html#.Wk8q34-CwdU
http://www.glassmanufacturerchina.com/jp/products/China-6mm-low-emissivity-glass-factory-6mm-low-E-glass-wholesale-price-single-and-double-low-emissiv.html#.Wk8qXI-CwdU
http://www.glassmanufacturerchina.com/jp/products/China-12.38mm-12.76mm-13.14mm-13.52mm-energy-saving-low-e-laminated-glass-suppliers.html#.Wk8qfY-CwdU







